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MULTIPLE CONFIGURATIONS AVAILABLE
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VISIT OURWEBSITE AT: WANW.ARCADIAINC.COM FOR THE FOLLOWING:
Product Specifications (PDF) - Elevations & Plan Details (PDF & DWG) - Product Warranty Information
(PDF) Maintenance & Cleaning Guidelines (PDF) - Product Installation Manuals (PDF)
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8250E SERIES
FEATURES AND OIPTIONS

+ Available as a standard 2 3" hi-sill (left image below) or flush sill (right image below)

+ Tested as a C90 (fixed sidelite), AW 75 (single swing door) or AW70 (double swing door)

« Thermal breaR technology using an iso strut system tubular design aluminum profiles in
combination with 2 continuous glass reinforced polyamide thermostruts reduce thermal
conductivity value & improve acoustical performance

* Amesbury integrated 800 Series door handles with interior thumbturn & exterior Reyed
cylinder - optional (Series 100, 400, 700, 800 handles available in all Amesbury standard
brass finish options)

« Amesbury ADA compliant Door Handle with Interior activated extended lock turn - optional
(available in all Amesbury standard brass finish options)

= Available as a single swing door (inswing or outswing) or double swing French door (inswing
or outswing) with optional overhead fixed transoms and/or fixed sidelites

» European influenced door and hardware design

« GU Multi Point (5-point) - steel coated with FerGUard Bi-Chromate finish dead bolt and 4 roller
lockRing system - standard

« Amesbury multi point (5-point) - stainless steel dead bolt and 4 roller locking system - optional

* Interior stainless steel turn Rnob thumb turn with integrated exterior Reyed cylinder - standard

* Interior brushed nicRel - wing design thumbturn with integrated exterior Reyed cylinder - optional

« Handle sets with integrated rosette bacR plate available in satin clear, white & blacR - standard

« All dry glazed with EPDM or PVC gasRket and glazing tape with glazing stop, 1” or 1 %"
insulated glass

* Stock finishes - dark bronze or satin clear anodized - class 1 or Duracron paint - white - standard

« Duranar or Valspar finish or other anodized finish - optional

® Can be made to meet impact rated hurricane codes - optional

B Sealed units
from 25 to 32 mm
[1"=1.57 -

W Adjustable, he
duty hinges i

B Tubutar glass
slop

W EPDM gaskels

B Main gasket,
rain screen
principal

W Sash gasket

B Tubular heavy d
frame 82 mm [3.57]




8250E SERIES

HARDWARE AND OPPTIONS

Interior Stainless Steel Knob Thumb Turn & Standard Door Handle
(Handle Available in White, Black
and Satin) — Standard

Exterior Keyed Stainless Steel Cylinder & Standard Door Handle
(Handle Available in White, Black
and Satin) — Standard

Angular Handle (Available in White,
Black, Satin) — Optional

(1) Amesbury Integrated 800 Series
Door Handles with interior Thumb
Turn and Exterior Keyed Cylinder

(2) Amesbury ADA Compliant Door
Handle with Interior Activated
Extended Lock Turn - Optional

8250k SERIES

3-Wing Hinge
(Available in White, Black, Satin) — Standard

Interior Brushed Nickel Wing
Style Thumb Turn — Optional

(8) Multi Point (5-Point) — Dead
Bolt Lock and 4 Roller Locking
System

Locking Roller Mechanism for
Multi Point Locking Systems —
Standard

ADA Flush Sill - Optional
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